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ADEQ
HEC-HMS

CERCLA

CWA
HUC
GIS
LA
MOS
NPDES
NPS
TMDL
USEPA
USGS
USFS
WLA
WQs

cfs

ft
mg/L
Fg/L
kg/day

ACRONYMS

Arizona Department of Environmental Quality

Hydrologic Modeling System produced by the U.S. Army Corps of Engineers,
Hydrologic Engineering Center, Sacramento, California

Comprehensive Environmental Response, Compensation, and Liability Act,
commonly known as Superfund

Clean Water Act

Hydrologic Unit Code

Geographic Information System

Load Allocation (Non-Point Sources)

Margin of Safety

National Pollutant Discharge Elimination Systems (CWA source permits program)
Non-Point Source

Total Maximum Daily Load

United States Environmental Protection Agency (also EPA)
United States Geological Survey

United States Forest Service

Waste Load Allocation (Point Sources)

Water Quality Standards (AZ)

cubic feet per second (commonly used discharge measurement unit)
feet

milligrams per liter (pollutant concentration measurement unit)
micrograms per liter (pollutant concentration measurement unit)

kilograms per day (pollutant load measurement unit)
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DEFINITIONSOF TERMSUSED IN THISREPORT

Bankfull
(discharge)

Baseflow
(discharge)
Ephemeral

| nter mittent

Mining Residue

Perennial

Point source

Significant Mining

The flow in the stream at the point of incipient flooding; i.e., the largest
non-flood discharge.

The perennial portion of the stream discharge; the flow not directly
dependent on precipitation events. In the case of an ephemeral stream,
baseflow equals zero.

A stream that has achannel that is at al times above the water table
and that flows only in direct response to precipitation

A stream or reach of a stream that flows continuously only at certain
times of the year, aswhen it receives water from a spring or from
another surface source, such as melting snow. ( AAC R18-11-101(30))

Residue that is aresult of mine related activities and takes the form of
waste material pilesand spills.

A surface water which flows continuously throughout the year.
(A.A.C. R18-11-101(38))

Any discernible, confined, and discrete conveyance, including but not
limited to any pipe, ditch, channel, tunnel, conduit, well, discrete
fixture, container, rolling stock, concentrated animal feeding operation,
landfill leachate collection system, vessel, or other floating craft from
which pollutants are or may be discharged. (40 CFR 122.2)

Mine related activities which result in an observable impact, such as
adit drainage or alarge volume of exposed mining residue.

NOTE: ADEQ usesUSGS mapsasthe source of namesfor streams, mines, and other features.
Where local usage varies, such differences are noted.
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1.0 PREFACE
1.1 TheClean Water Act (CWA) 8303[d] and Its Significance

The CWA 8303[d][1][A] requires that "Each State shall identify those waters within its
boundariesfor which the effluent limitations...are not stringent enough to implement any water
quality standard applicable to such waters." This act also requires states to establish Total
Maximum Daily Loads (TMDLYs) for such waters.

The CWA 8303[d] requires states to submit to the United States Environmental Protection
Agency (USEPA) alist of the surface waterbodies for which the designated use (e.g. irrigation,
partial body contact, etc.) of that waterbody isimpaired or "water quality limited”. Surfacewater
quality dataare compared with water quality standards and other criteriato determine whether
thewaterbody is meeting its designated uses. ADEQ publishesareport on the status of surface
water and groundwater quality in Arizona every two years (in accordance with the CWA
8305(b)) and from this report derives the "Impaired Waters' or "303[d] List".

TheTMDL process providesaflexible assessment and planning framework for identifying load
reductions or other actions needed to attain surface water quality standards; i.e. water quality
goals to protect aguatic life, drinking water, and other water uses. The CWA established the
TMDL process to guide application of state surface water quality standards to individual
waterbodies and their watersheds.

1.2 TMDL Defined

The requirements of a TMDL analysis are described in 40 CFR §130.2 & 8130.7, based upon
CWA 8303[d]. A TMDL is described as "the sum of the individual wasteload allocations for
point sources and | oad allocationsfor non-point sources and natural background" and amargin
of safety such that the capacity of the waterbody to assimilate pollutant loadings is not
exceeded. Represented as a mathematical equation:

TMDL =WLA + LA + MOS,

where WLA isthe wasteload allocation consisting of loads from point sources, LA isthe load
allocation consisting of non- point source loads, and MOSisaMargin of Safety which serves
to address uncertaintiesin the analysis and the natural system.

1.3 TheTMDL Process

A TMDL analysisisatool for implementing state surface water quality standards and is based
on the relationship between pollution sources and in-stream water quality conditions. The
TMDL process is a method used in balancing the pollution concerns for a waterbody and
allocating the acceptable pollutant loads among the different point and non-point sources
allowing the selection and implementation of suitable control measures to attain water quality
standards.

In implementing TMDLS, certain criteria must be taken into account. These criteria include
loading capacity, load allocation, wastel oad all ocation, natural background, and the margin of
safety. The loading capacity is the greatest amount of loading that a waterbody can receive
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without violating water quality standards. Load allocation is the portion of a recelving water's
loading capacity that is attributed either to one of its existing non-point sources of pollution or
to natural background sources. The portion of the receiving waters loading capacity that is
attributed to existing point sources of pollution is known as the wasteload allocation. Finaly,
the margin of safety isthe factor that accountsfor any uncertainty in the relationship between
the pollutant loads and the quality of the receiving waterbody (40 CFR 8130.2[f-g]). Total
pollutant loads are determined by combining the point, non-point and background sources of
pollution.

ADEQ has adopted a stakeholder process for many of its programs, including TMDLs. ADEQ
works closely with affected stakehol dersin devel oping the TM DL by holding meetingsto solicit
input on a variety of topics including background information; potential modeling scenarios;
identifying possible pollutant sources for alocation; and discussing potential implementation
strategies. Once TMDLS are developed for all the water quality problems, they are submitted
to the EPA for review and approval.

TheTMDL processis not complete once wastel oad allocations and |oad all ocations have been
determined. Assessment of the TMDL effectiveness must be made. Ideally, this would begin
within two years after implementation and continue for the period necessary to measure
effectiveness.

1.4 Project History

ADEQ performed this investigation of upper Harshaw Creek in response to the stream being
listed for violations of water quality standards on the 1996 and 1998 303[d] Lists. Because
Harshaw Creek is one of three stream segments in the Sonoita Basin that was listed on the
State’s 303[d] List of impaired waters, ADEQ decided to perform investigations of these
segments simultaneously. The other waterbodies in this study are Alum Gulch and Three R
Canyon. Thisproject was started in 1997 and site monitoring was performed between 1997 and
2000 by ADEQ staff.

In 2000, ADEQ hired Hydro Geo Chem (HGC) of Tucson, AZ to review available data, select
an appropriate model, and conduct flow and load modeling for the three listed segmentswithin
the Sonoita Basin. HGC used ADEQ field measurements to support modeling. The first draft
of this TMDL investigation was based solely on ADEQ field measurements and modeling
performed by HGC. It was released for public review in December, 2001 and it received
considerable public comment.

In the spring of 2002, the USGS completed a six year long study in the Sonoita Basin. USGS
staff has made available to ADEQ staff all monitoring data and findings which would be
considered pertinent to thethree TMDL investigations. All referencesto their dataand findings
included herein were received through personal communication with USGS staff. Currently,
results from their investigation are being synthesized into a draft report.

After the public review period, when the USGS data and findings became available, ADEQ
tasked HGC with reviewing this information and updating the model as necessary. HGC
determined that the USGS data supported and enhanced ADEQ's understanding of pollutant
sources and critical conditions; however, the USGS data did not offer new flow related events
that could be used in the model. ADEQ revised the report based on this additional analysis.
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Additionally, USEPA approved ADEQ's proposed 2002 triennial review changes to surface
water quality standards. The TMDLs were recalculated using the new standards and revised
designated uses for several of the listed segments. This draft of the report incorporates the
additional data and changesto Arizona s water quality standards.

20PHYSICAL SETTING
2.1 Overview

The Harshaw Creek Basin isin Santa Cruz County, Arizona. The closest town is Patagonia,
Arizona. The approximate center of thebasinis, latitude: 31E 29'N, longitude: 110E 44' W. Basin
elevation ranges from 6600 ft. to 4800 ft. The subject reach (the 303[d]-List reach) isreferred to
as "upper Harshaw Creek" for the purposes of this project. The primary tributary to the listed
portion of Harshaw Creek is an un-named canyon containing the Endless Chain Mine and an
undisturbed basin that provides natural background measurements. There are no active mines
in the subject basin. Figures 1, 2, and 3 provide views of the project location, overall area, and
the subject basin.

For purposes of this study, upper Harshaw Creek is divided into three sections:

C Theheadwatersand uppermost tributaries occupied by the Morning Glory Mine adits,
shafts and waste piles. The Endless Chain Tributary (unofficial name for purposes of
this study) containing the Endless Chain Mine and mill site, and an undisturbed basin.

C  Themiddle portion between the mouth of the Endless Chain tributary and the Trench
Camp Mine containing the Augusta Mine, Blue Nose Mine and several other small
mines.

C  Thebottom portion of the subject reach includes dump number 3 of the Trench Camp
Mine and a spring near the downstream end of the subject reach with the only
observed constant drainage in the subject basin.

2.2 Climatology

The climate of the Harshaw Creek basin varies from high desert in the Sonoita Valley to the
steppe-like climate of the higher elevation grasslands and scrub forest. Below-freezing
temperatures are to be expected during the winter months, and precipitation, both rain and
snow, occurs most winters. Most summersbring " monsoon" thunderstorms. Snow may remain
on the higher elevations for periods ranging from hours to weeks.

The closest weather stations to the subject basin, at Canelo Pass, Nogales, and San Rafael
Ranch, havedifferent climatic settings(e.g., elevation, positionrel ativeto mountains) and do not
accurately reflect the conditions found in the Harshaw Creek basin.

2.3 Hydrology

The 3 ¥2 mile long subject reach is primarily ephemeral with a perennial spring located
approximately 50 ft above the downstream end of thelisted reach. During baseflow conditions,
when runoff was not present, flow from the springs was not observed beyond approximately
50 ft downstream from the springs. Based upon field observations, groundwater (from the
springs) is the sole source of flow during baseflow conditions.
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Measured and modeled discharges on the subject reach varied from 0.75 to 75 cfs. Upper
Harshaw Creek drains approximately 2,300 acres and no flow gaging stations exist on the
subject waterbody. Field observationsconfirmthat all of thetributariesto upper Harshaw Creek
areephemeral. During the 2002 ADEQ triennial review of standards, aflow-related designated
use change, from perennial to ephemeral, was adopted for Harshaw Creek from the headwaters
to its mouth on Sonoita Creek.

2.4 Geology

The Harshaw Basin lies within the Basin and Range physiographic province. This province,
typified by north-northwest trending normal faults, has broad, gentle sloping valleys, such as
the upper Sonoita Creek valley, separated by sharply rising mountain ranges.

The USGS map and sections of the Nogal es and L ochiel quadrangles show the Harshaw Creek
Fault is the dominant feature within this basin. The Harshaw Creek Fault isanorth-northwest
trending left-lateral strike-slip fault which shows more than 4 mile displacement at its
southernmost end. It is thought to be associated with the Laramide Orogeny, making it Late
Cretaceous. Fromitsheadwaters, Harshaw Creek trends northeast for about one-half milesuntil
it makesagradual ninety degreeturntothenorthwest. Harshaw Creek parallelsthefault, staying
just west of it, for about 3 mileswhere it takes afifty degree turn to the northeast and crosses
the fault. The bedrock of this westernmost portion of Harshaw Basin is a 2,000 ft. section of
Lower Cretaceous Bisbee Formation which has been down-dropped between the Harshaw
Creek Fault and the Bluenose Fault, to the west. The Bisbee formation is a sedimentary unit
composed of siltstone and mudstones, some sandstone, limestone and conglomerate. It is
weakly to strongly hornfelsed and pyritic. The Morning Glory, Endless Chain, Augusta, and
Blue Nose Mines lie within this formation. It should be noted that the Bisbee Formation
limestone lines much of the stream channel. The basal section of the Bisbee Formation is a
conglomerate which lies unconformably on top of greater than 750 ft. Jurassic/Triassic silicic
volcanic rocks.

After crossing the fault, Harshaw Creek continuesin the northeast direction for several miles,
although only two milesof it lieswithin the study area. The Bisbee Formation to the west of the
fault has been juxtaposed, in the northern area, to a greater than 2,000 ft. section of
Jurassic/Triassic silicic volcanic rocksthat contain local outcropsof limestone conglomerate. In
the northeasternmost portion of thisbasin, the silicic vol canics are unconformably overlain by
more than 1,000 ft. of Upper Cretaceous trachyandesite.

TheNaco Group, acontinuous section of Middle-Upper Pennsylvanian to Permian limestones,
dolomitic, sandy, and/or fossiliferousin areas, underliesthe silicic volcanicsinthe northeast. In
the southeast, faulting has exposed different portions of this unit at the surface via a series of
upthrown and downthrown blocks. Below the Naco Groupisa 2,000 ft. section of conformable
but non-continuous pre-Cambrian to Middle Paleozoic rocks. The upper 1,500 ft. contains a
series of limestone units and the lower 500 ft. is contains a quartzite which is underlain by a
biotite quartz monzonite.

In this watershed, ore deposition occurred during the Laramide Orogeny. The deposits are
considered to be polymetallic vein replacements, such as the Morning Glory vein. Associated
skarns also host minerals of economic significance. An oxide rind, extending 30 to 45 ft.
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subsurface, has developed in the vein deposits. (Personal comm, Floyd Gray, USGS,
07/25/2002.)

2.5 Vegetation/Wildlife

Upper Harshaw Creek flowsthrough anarrow steep-walled valley. Wherethevalley widensand
hasaflat layer of alluvium (terrace), it is vegetated with the cottonwoods, sycamores, willows,
and other plantstypical of arid areariparian zones.

A review of theU.S. Fishand Wildlife Serviceweb sitedid not reveal the presence of threatened
or endangered species in the subject basin.

2.6 Land Use/L and Owner ship

TheHarshaw Creek basinisamost wholly contained within the Coronado National Forest and
isavailable for recreationa usage and limited cattle grazing.

TheHarshaw Creek basin containsareas of mineralization (primarily zinc, lead and copper) that
have been mined sinceprior tothearrival of thefirst Spanish explorers, approximately 500 years
ago (personal comm, ArizonaDepartment of Minesand Mineral's; personal comm, SheilaDean,
USGS). Large-scalemining, consi sting of mainly sub-surfaceworkings, beganinthemid-1800s
and continued for approximately 100 years. The region is covered with abandoned mine
workings and mining residue. The upper Harshaw Creek basin contains one privately owned
mine, the Trench Camp Mine, owned by Asarco.

Thereis some privately owned land occupied by ranches, farms and vacation cabinshomesin
lower Harshaw Creek downstream from the study area.

2.7 Problem Statement

Thislisted segment hasimpairments due to copper, zinc, and acidity (pH). The overall purpose
of this project was to provide an assessment of the sources of these pollutants and to calculate
TMDLs for listed pollutants on the affected reaches. Lower Harshaw Creek, starting at the
downstream end of the study reach and continuing approximately 11 %2 milesto its mouth on
Sonoita Creek, is not included on the 303[d] List and, therefore, not addressed in thisTMDL.

Flow in upper Harshaw Creek carries measurable quantities of copper and has excessively low
pH. The pollutants of concern result from the chemica weathering of sulfide-mineralized rock
which produces sulfuric acid. Sulfuric acid acts to disassociate metals from the mineral matrix
and make them available for transport, in the dissolved form, in the water column. Sulfide
minerasarenaturally occurringintheminingdistrict. They cana so befoundin stockpiled mine
materials.

As aresult of the changes to the Arizona surface water quality standards during the 2002
triennial review, and because human-caused exceedences were not observed nor noted during
modeling, ADEQ will not calculate a TMDL for zinc at thistime, but will keep zinc on the list
of parametersto bemonitored. Copper measurementsal so only exceeded the new water quality
standards at the natural background sampling point; however, modeling indicates exceedences
will occur at higher discharges. Therefore, ADEQ has calculated aTMDL and load allocations
for copper on the subject reach.
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3.0NUMERIC TARGETS
3.1 Surface Water Quality Standards

The State of Arizonahas adopted numeric water quality standards (Table 1) which protect the
designated uses of each surface water. During the 2002 triennial review of surface water quality
standards, ADEQ modified designated uses for several segments within the study area. The
State al so repeal ed the chronic water quality standardson ephemeral waters; therefore, only the
acute standardsapply to ephemeral waters. Therevised standardswere approved by the USEPA
on October 22, 2002.

For Harshaw Creek, the following designated uses apply:

C Aquatic and Wildlife ephemera (A&We),
C Partial Body Contact (PBC), and
C  Agricultura Livestock Watering (AgL).

For the tributaries to the subject segment of Harshaw Creek, all of which are ephemeral, the
following designated uses apply:

C Aquatic and Wildlife ephemeral (A& We) and
C Partial Body Contact (PBC)

Thenumerictarget for each of thelisted pollutants has been set so that the most stringent water
quality standard for the supported designated uses can be supported. The copper and zinc
standards for the listed Aquatic and Wildlife ephemeral use vary with hardness (range of 25 to
400 mg/L as CaCO;) (A.A.C. Title 18, Chapter 11, Article1, App. A).

Table 1 - Surface Water Quality Standards (basis for numeric targets)

Copper (Fg/l) Zinc (Fg/l)

Designated Use Total Dissolved Total Dissolved
25,000
6.3- 86 344 - 3599

The minimum applicable pH standard, as shown above, is 6.5 standard units. Since thisis a
unitless number, it was converted to H+ ion concentration inFg/L for theload calculations. The
formula is 10°P") which results in a hydrogen concentration in moles and, since the atomic
weight of hydrogen is one, this equates very closely to mg/L. Multiplying by 1000 gives
hydrogen ion concentration in Fg/L. Using thisformula, the H+ concentration of 0.00032 Fg/L
isequivaent to the standard of 6.5. The larger the H+ concentration, the lower the pH.
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Tables 2A-2C include a summary of measured concentrations in comparison to applicable
standards. Figure 3 displays the relative locations of ADEQ and USGS sample sites.

3.2Instream Indicators

Reliable in-stream indicators that are solely related to water quality have not been observed in
the subject watershed. The "normal" indicators (i.e., insects, fish, and vegetation) are aso
adversely affected by the huge variations in water quantity (dry to flood). The presence of
evaporativesalts(precipitates) onthedry portionsof the streambed may be consideredinstream
indicators, but much more dataneedsto be collected to determine and quantify therelationship
to instream water quality. Attributing a cause to an in-stream indicator is therefore tenuous at
best. Hillslope conditions hold some promise as indicators, but, again, much more data needs
to be collected to determine and quantify the relationship to instream water quality. Therefore,
for thisphase of the TMDL, ADEQ has chosen to rely solely on instream concentrations of the
pollutants of concern.
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POLLUTANT MONITORING DATA

Table 2A pH Data (standards exceedencesin bold)

Site Date Discharge(cfs)| pH WQS pH Data
SCUHRO000.56 (nat. back.) 07/19/99 0.02 6.5-9.0 5.2
99PATW-113 (USGS)

SCUHR000.56 (nat. back.) 09/24/99 not measured 6.5-9.0 not measured
SCUHRO000.56 (nat. back.) * 08/16/99 0.04 6.5-9.0 6.3
SCUHR000.38 07/22/99 0.22 6.5-9.0 6.2
00-17NOV-1 (USGS)_(nat. back.)| 11/17/00 not measured 6.5-9.0 75
00-17NOV-4 (USGS) (nat. back.) 11/17/00 not measured 6.5-9.0 7.1
SCHRCO013.63 07/22/99 011 6.5-9.0 4.6
SCHRCO011.56 12/04/97 0.15 (est) 6.5-9.0 6.6
SCHRCO011.56 02/03/98 0.21 6.5-9.0 6.6
SCHRCO011.56 03/31/98 19 6.5-9.0 7.0
SCHRC011.56 06/02/98 0.17 6.5-9.0 7.5

1 Fow stopped before sample could be collected.
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Table 2BCopper Data (standards exceedences in bold)

Site Date |Discharge| Hard? || A& We Data AgL Data
(cfs) (calc/adj)|| WQS Cudiss wQs Cu total
(FgL) | (FgL) | (FgL) | (FglL)

SCUHR000.56 *
|(nat. back.) 07/19/99 0.02 59/59 14 ND 3 -- ND 3
Q9PATW-113
SCUHR000.56 * not
|(nat. back.) (USGS)| 09/24/99 | measured | 1175/400 86 1450 -- not measured
SCUHR000.38 * 07/22/99 0.22 30/30 7.5 ND 3 -- ND 3
00-17NOV-1 not
|(nat. back.) (USGS)| 11/17/00 | measured | 706/400 86 3.59 500 not measured
00-17NOV-4 not
|(nat. back.) (USGS)| 11/17/00 | measured | 746/400 86 201 500 not measured
SCHRC013.63 07/22/99 0.11 57/57 14 62 500 67
SCHRCO011.56 12/04/97 | 0.15 (est) | 1777/400 86 19 500 132
SCHRCO011.56 02/03/98 0.21 1687/400 86 ND 4 500 484
SCHRCO011.56 03/31/98 19 444/400 86 38 500 201
SCHRCO011.56 06/02/98 0.17 1025/400 86 ND * 500 16

Notes:

1  Ephemera reach: A&We (acute) and PBC apply; al other reaches have A& We, PBC and AgL.
2 Hardness values less than 25 mg/L were adjusted to 25 mg/L; values greater than 400 mg/L were adjusted to 400 mg/L

(A.A.C. Title 18, Chapter 11, Article 1, Appendix A)
3 Method Reporting Limit is 10 Fg/L
4  Method Reporting Limit is 15 Fg/L
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3.3 Data Supporting Delisting of Zinc

Results from sampling support delisting zinc in this segment. Table 2C shows that only one
Exceedence, measured by the USGS at 99PATW-113 (anatural background site), occurred during the
samplingperiod. Thesurfacewater quality standards address Exceedence of standards dueto natural
background as follows:. “where the concentration of a pollutant exceeds a water quality standard and
the Exceedenceisnot caused by human activity but isdue solely to naturally-occurring conditions, the
Exceedence shall not be considered a violation of the water quality standard” (A.A.C. R18-11-119).

Table2C Zinc Data (standards exceedences in bold)

Site Date | Discharge | Hard! || A&We Data AgL Data
(cfs) (calc/ad))|| WQS Zn diss WQS Zn total
(FgL) | (Fg/L) || (FglL) (Fg/L)
SCUHR000.56 *
|(nat. back.) 07/19/99 0.02 59/59 711 ND 3 -- 64
Q9PATW-113
SCUHR000.56 *
|(nat. back.) (USGS) | 09/24/99 | not measured | 1175/400 3599 5200 -- not measured
SCUHR000.38 * 07/22/99 0.22 30/30 401 70 -- ND 3
00-17NOV-1
|(nat. back.) (USGS) | 11/17/00 | not measured | 706/400 3599 4.6 25,000 | not measured
00-17NOV-4
|(nat. back.) (USGS) | 11/17/00 | not measured | 746/400 3599 36.6 25,000 | not measured
SCHRC013.63 07/22/99 011 57/57 691 190 25,000 160
SCHRCO011.56 12/04/97 | 0.15(est) | 1777/400 3599 750 25,000 1920
SCHRCO011.56 02/03/98 0.21 1687/400 3599 440 25,000 3110
SCHRCO011.56 03/31/98 1.9 444/400 3599 860 25,000 830
SCHRCO011.56 06/02/98 0.17 1025/400 3599 250 25,000 360
Notes:

1  Ephemera reach: A&We (acute) and PBC apply; al other reaches have A& We, PBC and AgL.

2 Hardness values less than 25 mg/L were adjusted to 25 mg/L; values greater than 400 mg/L were adjusted to 400 mg/L
(A.A.C. Title 18, Chapter 11, Article 1, Appendix A)

3 Method Reporting Limit is 50 Fg/L
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4.0 SOURCE ANALYSIS

The primary project objective of this investigation was to collect data sufficient to isolate
(geographicaly and temporally) and quantify, relative to each other, the primary pollutant load
sourcesintheproject area. All significant sources have been identified and linkages between these
significant sources and loads are discussed in the Linkage Analysis Section 5.0.

Thedata used to determineimpairment which resulted in the 303[d] listing was collected during the
1980s and 1990s in support of the goals of other ADEQ programs and is insufficient to isolate
sourcesor calculateloads. Aspart of thisproject, ADEQ collected dataspecificto thegoal sof source
quantification and TMDL calculation. Lack of precipitation during the study period made a
comprehensive analysis of all sourcesimpossible.

There are no known NPDES-permitted point sources in the subject basin; however, a complete
review of all sourcesmay result inthe classification of someas* point sources” which would require
NPDES discharge permits.

4.1 Current Conditions

Verification sampling events were compl eted between December 1997 and June 1998 on upper
Harshaw Creek at asample point (SCHRC011.56) near the downstream end of thelisted reach.
ADEQ conducted sourceidentification monitoring of the subject waterbody during 1999-2000.
One additional sample point in Harshaw Creek (SCHRC013.63) and two additional sample
pointsin the (un-named) tributary containing the Endless Chain Mine were monitored to allow
determination of loadsfrom runoff inthe headwaters(the Endless Chain Mineat SCUHRO000.38
and natural background at SCUHRO000.56). Dueto lower-than-normal precipitation during this
period, ADEQ was able to collect only alimited number of samples. (Figure 3 displays the
ADEQ and USGS sampling locations; Tables 2A-2C display the measured data.)

4.2 General Sources
4.2.1 Natural Background

With respect to the definition of anatural background source, HydroGeoChem, Inc. (HGC)
concluded:

"... there are several areally-extensive zones of ateration and mineralization
associated with the ore deposits in the subject watersheds. A field inspection
verified that there arelarge portions of the subject watersheds containing naturally
occurring disseminated pyrite and iron oxides due to weathering of pyrite."
(HGC's Task 3 report, p. 4)

ADEQ staff selected anatural background sampling site (SCUHR000.56) in the unnamed
tributary containing the Endless Chain Mine which lies in the upper reaches of Harshaw
Creek. This area appears geologically similar to the rest of the subject reach and does not
appear to have been disturbed by mining or other human activities.
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The USGS also made natural background measurements (slope runoff) in Harshaw Creek.
ADEQ's modeling contractor for this project, HGC, Inc., was tasked with determining the
applicability of the USGS natural background data to the calculation of the TMDL. After
review of the USGS data, field notes, conversationswith USGS personnel and discussions
with ADEQ), it was determined that three of the USGS measurement sets are usable to
describe natural background in the subject basin, but due to lack of corresponding
discharge data, they cannot be used to calculateloads. ADEQ hasincluded these valuesin
tables 2A-2C.

The USGS measured dissolved metal fractions only. Because there are surface water
quality standards for both, ADEQ measures both total and dissolved. Review of the data
however, indicates very little difference between the two in this watershed. Because it
appears that metals tend to stay in the dissolved state in this watershed, ADEQ considers
the USGS measurements representative of both total and dissolved natural background.
ADEQ will collect additional measurements of natural background runoff and associated
discharges as part of the second phase of thisTMDL.

The natural background concentrations ADEQ used in calculating bankfull loads are the
flow extrapolated ADEQ measurements at sample point SCUHR000.56. The flow
extrapolation factors are calculated by the methodology explained in Appendix B. These
arel

H+ (pH) natural background concentration:
pH of 5.2 . 0.0063 Fg/L H+ and apH of 6.3 . 0.0005 Fg/L H+
0.0009 Fg/L = [(0'0063 Fg/L +0.0005 Fg/L) / 2] X 0'531(f|0W extrapolation factor)

ADEQ measured copper (dissolved and total) concentrations were not detected above 10
Fg/L; ADEQ used avalue of one half the detection limit (5 Fg/L) for model calculation
purposes:

Copper natural background concentration:
dissolved = 13 Fg/l— =5 Fg/l— X 2-53'(ﬂow extrapolation factor)
total = 0.7 Fg/l— =3 Fg/l— X O-:I-A’(ﬂow extrapolation factor)

The low total copper relative to the dissolved copper is due to the difference in the flow
extrapolation factor, dissolved copper increases with increasing discharge while total
decreases with increasing discharge.

4.2.2 Adit drainage

No drainage was observed from any of the minesin the subject basin.
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4.2.3 Mining residues

Miningresidues are asignificant source of pollutants and consist of three major categories
of material:

C Wasterock removed to gain access to the ore. (This material may or may not have
leachable metals.)

C Low grade ore waste that has leachable metals in quantities that were uneconomical
to extract at the time of mining.

C Mill tallingswhich are thefinely ground waste after separation from the economically
useful minerals. (Thismaterial may or may not have leachable metals.)

These materials are typically mixed (layered) in the same "dumps’, dependent upon mine
or mill activities at the time of dumping. The dumps are exposed to precipitation and are
being slowly eroded and fed into the stream by runoff. ADEQ did not observe significant
movement or erosion of thismaterial after thelow intensity ( - two year) precipitation event
that was sampled; however, gullies and rills were noticed during a sampling trip that
occurred several daysafter alargelocalized precipitation event. It should be noted that these
piles, which are in contact with the stream, are being constantly eroded and undercut
creating a potential for collapse into the stream.

The USGS came to the following conclusions about mining residue:

Theminesitesof thewatershed typically includenumerousaditsand shafts, waste
rock, and relic tailings dumps, and the larger sites typically have the remains of
mills or other ore-handling fixtures, all resting on the steep, rocky banks of the
stream. These sites release concentrations of metals in the "high metal” (high
concentrations) category relative to a large range of mine types compiled from
world literature (see Plumlee et al, 1993) (persona comm, Floyd Gray, USGS,
5/31/02)

4.2.4 Streambeds

Streambed sediments result from the wasting of mining residue piles and evaporative
deposits from groundwater discharges which vary in composition as do the waste piles.
Findings from the USGS investigation suggest that streambed sediments are the primary
source of pollutant loading (personal comm, Floyd Gray, USGS, 5/31/02) Streambed
sediments are not directly addressed by this phase of the TMDL dueto alack of datathat
can be used to associate sediment concentrations with water column concentrations at
various discharges. Arizona does not currently have standards for sediments, but this
loading source will be further characterized in alater phase of investigation.

4.3 Existing, Known Sour ces

Figure4 displaystherelativeinputsinagraphical format. Thesampling resultsshownin Tables
2A-2C and the modeling results shown in Tables 4 - 6 were used to support the following
conclusions.
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4.3.1 Headwater sUppermost Tributaries

The waste piles of the Morning Glory Mine occupy a portion of the channel at the
headwaters of Harshaw Creek. While insufficient precipitation occurred during the study
period to generate runoff in this canyon, experience suggeststhat thisisapotential source
duetothelargevolumeof waste material and the prevalence of visible pyrite exposed at the
surface.

Datacollected at sample point SCUHR000.38, |ocated downstream fromthe EndlessChain
Minemill site and upstream from the Endless Chain Mine was compared to data collected
at sample point SCHRC013.63, located downstream from the mouth of the Endless Chain
tributary. Asaresult, the Endless Chain Mineis considered a significant source of all the
constituents of concern. The Endless Chain Mine site includes a waste pile occupying a
portion of the stream channel in the Endless Chain tributary.

4.3.2 Middle Portion of the Subject Basin

The portion of Harshaw Creek between the mouth of the Endless Chain tributary and the
Trench Camp Mine has a series of canyons that feed into Harshaw Creek between the
Endless Chain Mine canyon and the Trench Camp Mine. Several other small mines in
draws along this reach have been observed; however, none have been identified asaasa
significant source of pollutant loading. The named mines on these tributaries are the
Augusta Mine and the Blue Nose Mine.

Small mines may contribute to loading, but experience suggests that loading is usually
proportional to the volume and exposed area of waste material of similar composition. Due
to lack of sufficient precipitation during the study period, direct measurements of runoff
from the mines of the Middle Reach were not made.

4.3.3 Bottom of the Subject Reach

Trench Camp Mineistheonly sizable mineinthisreach and the only portion of the Trench
Camp Mine site in the subject basin is the waste material dump number 3 which fillsa
tributary near the downstream end of the subject reach. (Dumpsnumber 1, 2, and 4 arein
the Alum Gulch basin.) Trench Camp Mine, formerly occupied by amine, mill and smelter,
has been remediated by Asarco, the most recent operator and current owner. The
remediation included the removal of structures, filling of the main shaft, and leveling and
vegetating of the four waste material dumps.

Due to lack of sufficient precipitation during the study period, direct measurements of
runoff from the Trench Camp Mine were not made. Using the runoff into Alum Gulch
calculated aspart of the Alum Gulch TMDL project asindicative of the potential for loading
contributions, Trench Camp Mine dump number 3ismost likely aminor source of loading
into Harshaw Creek.
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The spring near the downstream end of the subject reach hasthe only observed source of
constant drainage in the subject basin. No baseflow exceedences were measured. During
bankfull flow, the discharge from the spring isnot amajor source of pollutant |loading due
todilution. For example, therunoff flowsaretwo or more orders of magnitude higher than
the baseflow with corresponding lower loads as shown by modeling. The results of the

modeling are displayed in Tables 4 - 6. A comparison of bankfull loads to baseflow loads
can be made.

4.4 Source Summary

Upper Harshaw Creek anditstributariesarenarrow steep-walled canyonswithlimited horizontal
Space availableto support mining activity, yet there are many small minesthroughout the basin
which have apotential impact. During thisfirst phase of the TMDL project, ADEQ wasableto
quantify contributions of the Endless Chain Mine site and of the unnamed spring at the
downstream end of the subject reach. Potentially significant contributions may come from the
Morning Glory Mine and stream sediments throughout the basin. ADEQ will attempt to
quantify these loads during the second phase of the investigation..
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5.0LINKAGE ANALYSIS
5.1 Linkage of Sample Sites and Sour ces

Table 3 and Figure4 display thelinkage between each samplesite (point of compliance) and the
pollutant load sources corresponding to each point. Figure 4 also displays the relative
significance of the load sources.

Table 3 - Linkage of Sample Sites (Points of Compliance) and Sources.

SitelD Pollutant Sour ces

SCUHR000.56 Upstream from mined area. Headwaters of Endless Chain Mine tributary.
' Natural background sampleasthisareaappearsgeologically similar totherest

USGS site: of the subject reach and does not appear to have been disturbed by mining or|

9OPATW-113 other human activities.

Endless Chain Mine tributary - includes upstream load plus runoff from|
SCUHRO000.38 former Endless Chain Mine mill site.

USGS site: Sample from tributary to Morning Glory adit drainage. Natural background]
00-17NOV-4* sample as there are no workings in the drainage area.

USGS site: Sample from headwater of Harshaw Creek. Natural background sample ag
00-17NOV-1* there are no workings in the drainage area.

Downstream from mouth of Endless Chain Minetributary - includes Endless
Chain Mine. (Flow at time of measurement did not include runoff from|
SCHRCO013.63 headwaters of Harshaw Creek.)

Bottom of listed reach, only perennial portion in upper Harshaw. (Baseflow
SCHRC011.56 load is primarily groundwater (from spring), bankfull is primarily runoff .)
1 No corresponding ADEQ site

The pollutants of concern are linked in that all result from the action of water and oxygen on
sulfide minerals in mining residues, streambed sediments, and naturally occurring minera
deposits which produces sulfuric acid. The acid acts to disassociate metals from the minera
matrix and make them available for transport in the dissolved form in the water column.

5.2 Critical Conditions

Conclusionsfromthe USGSinvestigation characterizethefactorscritical toloading in Harshaw
Creek:

Periodically, almost seasonally, release of waste rock into the streams were observed
with the subsequent rel ease of metalsto thewater column. Thismetal release by waste
rock movement is a significant component in low volume desert waterways.

Waste material captured in the stream during storms is transported downstream and
deposited preferentially in areas of shallow gradient wherethe vel ocity and suspended
load capacity of the stream is diminished. The process by which storm water is
degraded appears to be via interaction with reactive detritus (e.g. sulfide-bearing
siliceous waste rock, sulfate salts) from waste piles and from interaction with highly
soluble salts accumulated in stream-bed sediment via evaporation. By the combined
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actions of these processesthe acid generating potential of downstream areastypically
resembles that of upstream mine sites and thus the water chemistry changes little
during transport. Therefore these stream segments have the highest potential for the
release of metalsinto the watershed.

Metal concentrations from water and sediment samples collected downstream from
dump sites by the USGS during storm runoff are substantially higher than those
measured in gullies and sheet flow above the primary streambed. The USGS has
concluded that mine dump erosion and the accumulation of evaporative salts from
acidic, metal -enriched dischargefrom abandoned minesitesarethelargest contributors
to degraded streamflow during storm events (personal comm, Floyd Gray, USGS,
5/31/02).

ThisTMDL providesfor attainment of water quality standards under all flow regimes by using
selected critical flow and/or loading conditions as critical modeling scenarios. Loads may be
different within ahydrologic event (i.e., "first flush" versuslater samples) and between sample
events. Aspreviously mentioned, theUSGS consi derssediment, including evaporativedeposits,
to be the major sources of pollutant load and contend that flows through the sediment and
evaporative salt deposits will trigger loading, regardless of season.

The ADEQ-chosen critical flows to model were the 2-year, 24-hour event (approximately
bankfull) and baseflow. The model is capable of calculating loads at flows other than these
critical flows due to the use of the extrapolation factors. Input of the selected flow into the
model will result in loads and TMDLSs calculated for the selected flow. ADEQ collected
samples/measurements in the subject streams during baseflow conditions and, in limited
guantities, during higher flows which were used to cal cul ate extrapol ation factors as explained
in Appendix B. As calculated, flows ranging from zero to baseflow use “baseflow” flow-
weighted averages, while flows above baseflow use “bankfull” conditions.

As mentioned in the Hydrology section, the baseflow portion of the stream is solely derived
from the discharges of the springslocated approximately 50 ft above the downstream end of the
listed reach. Thisdischargeexceedssurfacewater quality standardsand thereforeisconsidered
acritical modeling condition. (Note: Baseflow is not be further defined as the commonly used
design flow of "7Q10 flow" because of the lack of the necessary gage data and, in the case of
an ephemeral stream, 7Q10 flows tend to equal zero.)

Because flow interaction with sediment is considered to be the primary source of loading (as
confirmed by the USGS), bankfull wasal so chosen asacritical modeling condition asthisisthe
flow during which the most sediment disturbance or movement occurs over time ( Leopold,
1978). In Arizona, the bankfull event generally occursat approximately the 1.1to 1.8 year return
interval; channelsin mountainous regions (such as the subject stream) are closeto the 1.4 year
return interval (Moody, 1999). The 2 year return interval precipitation event isthe closest to 1.4
year with sufficient dataavailable to feed ahydrologic model. (Note: Bankfull field estimations
are based upon field observations and measurements in "Regional Relationships For Bankfull
Stage in Natural Channels of Central and Southern Arizona', Northern Arizona University,
College of Engineering and Technology, Moody, T. O. & W. Odem, February, 1999.)
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6.0 LOAD CALCULATIONSAND TMDL
6.1 Model Considerations
6.1.1 Data Sour ces and Limitations

Becausethereareno rain gaugesor flow gaugeswithin the subject reach of Harshaw Creek,
historic data was not available for model calibration. Additionally, drought conditions
greatly reduced the opportunity for sample collection. ADEQ did measure stream
cross-sections at or near many of the sample points for purposes of hydrologic model
setup.

Because of the limited amount of precipitation, flow and water quality data, load modeling
requires anumber of assumptions be made. For example, assumptions such asinitial loss
and runoff transformation can be generalized/estimated asthey havelessimpact on model
outcomes. These assumptions are not unusual in water quality analysis, regulation and
TMDL development. Thislack of datais one of the reasons ADEQ considers this project
to be afirst phase of the TMDL.

In HGC's Model Selection Report, a succinct analysis of data limitationsis made.

With respect to runoff estimation, there is a good geomorphologic basis for
constructing a runoff model, but calibration of the model will be difficult due to
thelack of runoff hydrographs for measured precipitation events. The ephemeral
nature of most flows and the lack of continuous runoff data argues for using an
event-based model rather than acontinuous model. The need for asimplemethod
of rainfall runoff estimation isindicated by the inability to calibrate the model.

To model mass loading, thewater quality of runoff will need to be generalized to
large areas and considered steady with respect to time and discharge. Thelimited
gpatial coverage of thewater quality dataand the lack of information on sediment
dictatesthat chemical processesthat may potentially transfer constituentsbetween
different phases and sources cannot be considered, and that simple mixing will
have to be assumed. These factors indicate that a relatively ssmple method of
tracking the mass balance such as a spreadsheet program would be sufficient.
(HGC's Task 3 report, p. E-2)

HGC concluded the Model Findings Report by stating,

Given the ephemeral nature of the subject watersheds and the limited flow and
water quality dataavailable, therunoff estimatesand | oading cal cul ationsreported
herein areadequateasafirst approximation for making water quality management
decisions. (HGC's Task 4 report, p. 36)
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As mentioned in the Project History section, HGC and ADEQ recently reviewed USGS
data that was not available for consideration during the first draft of thisreport. This data
washel pful becauseit contai ned additional measurementsof background concentrationand
it confirmed the primary source of pollutant loading is from stream sediment. However,
ADEQ could not use it to calculate background loads due to lack of corresponding
discharge measurements. Attempts by the modeling contractor, HGC, Inc., to match
existing precipitation records for the closest weather stations with the dates of the USGS
samplesfailedto providesufficient linkage between precipitation and discharge. TheUSGS
haslimited measurements (without corresponding discharge measurements) of theimpact
of springs on the stream and this was used to form their conclusions.

6.1.2 Conceptual Model
Thefollowing is excerpted from Task 3 - Report of Model Selection Findings.

"Based on the conceptual model and availability of data, an appropriate model
for the Sonoita Basin simulates surface runoff and baseflow fromarural area
at a water shed and subbasin scal e, performs event-based simulations, requires
no calibration, and allows prescription of runoff concentrations at a subbasin
scale (e.g., as a function of land use) for load calculation.

Guidancefor model selectionisprovided inthe EPA's Compendiumof Toolsfor
Water shed Assessment and TMDL Development (EPA, 1997). Water shed-scale
loading models described by EPA (1997) are the most appropriate for Sonoita
Basin project but were generally more complex than warranted due to the lack
of calibration data. Based on the review of water shed-scal el oading model sand
the constraints on modeling due to data availability, the most appropriate
method to evaluate loading was determined to be use of the rainfall-runoff
model HEC-HMS devel oped by the United States Cor ps of Engineers (Sic) to
estimate runoff and a spreadsheet cal culation procedure to estimate subreach
loading." (HGC's Task 3 report, p. E-2)

6.1.3 Flows

Event-based rainfall runoff simulations were performed using HEC-HMS. Precipitation
events (2 year, 24 hour rainfals) were determined from the isopluvia contour maps in
NOAA (1973). Based upon field observations, this high-frequency, low volumerainfall is
themost likely to have produced the conditions under which existing discharge and water
quality measurementsweremade. Theother critical flow, baseflow, used ADEQ-measured
data.

"The rainfall runoff model was constructed to represent the subject water shed
to the best degree possible, although the accuracy of the predicted runoff rates
and volumes cannot be quantitatively determined because there are no rainfall
runoff measurements of actual stormswith which to calibrate and validate the
model." (HGC's Task 4 report)
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6.1.4 Loads

"W mixed conditionsand non-reactivetransport of hydrogenionsand metals
would beassumed so that resulting concentrationscould be cal culated by simple
mixing. This approach to loading analysisis based on standard principles of
load estimation." (HGC's Task 3 report, p. 22)

TheHEC-HM Sestimated stream flow and ADEQ measured basefl ow were combined with
themeasured and estimated pollutant concentrations at various|ocationsin aQuattro Pro®
Spreadsheet (Tables 4 - 6) to calculate loading estimates at each target site.

6.1.5 Modeling Scenarios

Severa different flow scenarios were modeled to consider possible extremes. These
scenarios were coupled with a synthetic rainfall distribution that is likely to occur in the
Sonoita Basin.

The high-frequency precipitation events, the 2-, 5-, 10-year, and 24-hour rainfalls, were
determined using isopluvial contour maps from NOAA (1973). High frequency, low
volumerainfallsarethe most likely to have produced the conditions during which existing
dischargeand water quality measurementsweremade. A low frequency event, the 100-year
24-hour rainfall was aso evaluated. (From HGC's Task 3 report, p. E-3)

Because the critical condition for loading is flow dependent, the 2-year scenario and a
baseflow scenario, developed by ADEQ, were used to devel op load scenarios.

6.1.6 Calculation of Flow-extrapolated Concentrations

Dueto the ephemeral nature of the subject streams and the lack of precipitation during the
period of the investigation, very few monitoring points in the Harshaw Creek basin were
sampled more than once. With few exceptions, these were mostly measurements of
streamflow resulting from groundwater discharge. The few measurements of runoff were
less than bankfull. Therefore, ADEQ determined a means of extrapolating the limited
measured concentrations and flows was needed in order to model bankfull loads. The
method for determining these extrapolation factors is described below and explained in
detail with examplesin Appendix B.

Resultsfrom themonitoring point (SCHRCO011.56, downstream from spring at bottom end
of subject reach) with measurements under both high and low flow conditions were used
to calculate a"bankfull extrapolation factor". The bankfull concentrations cal cul ated using
the flow-weighted extrapolation factor were tested against the measured values.

6.2 Load Capacity

The measured and modeled concentrations are used to calculate corresponding loads of the
303[d]-listed pollutants. These loads are based on the modeled hardness and flow.

Tables4A - 4E display the Load Capacity values cal culated according to the formulabel ow and
show the 20% explicit margin of safety (see section 6.3) which isbased on the load capacity:
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L oad Capacity = 0.0024465 x Flow x Numeric Target (standard)

Theloadsand other valuesnecessary to calculateload alocationsand TM DL s(Tables4 -6) were
calculated using the following:

The value 0.0024465 is an units conversion factor to get from Fg/L and cubic feet per second
(cfs) to kg/day:

[1.0 x 10° kg/Fg § 28.316 L/ft* § 86,400 sec/day] i (conc) Fg/L § (flow) ft3/sec §
concentration extrapolation factor,

which works out to:

[0.0024465] { conc (i flow { concentration extrapolation factor = load in kg/day
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CALCULATING LOAD CAPACITY

Table 4A natural Background (non-point source) - Sample point: SCUHR000.56
Bankfull discharge = 8 cfs

WQSs L oad Capacity
Parameter | Hardness (mg/L) (Fg/L) (kg/day) MOS (kg/day)
Cu (diss) 42 10 0.2 0.039
Cu (total) N/A 500 9.8 2
H+ (pH) N/A 0.00032 0.0000063 0.0000013

Table 4B Endless Chain Mine basin (non-point source) - Sample point: SCUHR000.38
Bankfull discharge = 13.5 cfs

WQSs L oad Capacity
Parameter | Hardness (mg/L) (Fg/L) (kg/day) MOS (kg/day)
Cu (diss) 25 6.3 0.21 0.042
Cu (total) N/A 500 17 3.3
H+ (pH) N/A 0.00032 0.000011 0.0000021

Table 4C Upper Harshaw basin (non-point source) - Sample point: SCHRC0013.63
Bankfull discharge=27.1cfs

WQSs L oad Capacity
Parameter | Hardness (mg/L) (Fg/L) (kg/day) MOS (kg/day)
Cu (diss) 40 9.8 0.65 0.13
Cu (total) N/A 500 33 6.6
H+ (pH) N/A 0.00032 0.000021 0.0000042

Table 4D Spring (non-point source) - Sample point: SCHRC0011.56

Baseflow discharge = 0.75 cfs

WQSs L oad Capacity
Parameter | Hardness (mg/L) (Fg/L) (kg/day) MOS (kg/day)
Cu (diss) 400 86 0.16 0.032
Cu (total) N/A 500 0.92 0.18
H+ (pH) N/A 0.00032 0.00000059 0.00000010

Table 4E Middle Harshaw basin (non-point source) - Sample point: SCHRC0011.56
Bankfull discharge = 74.9 cfs

WQSs L oad Capacity
Parameter | Hardness (mg/L) (Fg/L) (kg/day) MOS (kg/day)
Cu (diss) 400 86 16 3.2
Cu (total) N/A 500 92 18
H+ (pH) N/A 0.00032 0.000059 0.000012

CALCULATING LOADS
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Tables5A - 5E display the Existing Load and its components: Natural Background and Human-caused
calculated according to the formula:

Existing Load = 0.0024465 (unit conversion factor) x Flow x Existing Concentration

Natural Background Loading= 0.0024465 (unit conversion factor) x Flow x Natural
Background Concentration

Human-caused L oad = Existing Load - Natural Background Loading

Note: Loads resulting from runoff including a natural background load.

Table 5A Natural Background (non-point source) - Sample point: SCUHR000.56
Bankfull discharge = 8 cfs

Existing Conc | Existing Load Nat Back Nat Back Human-Caused L oad|
Parameter (Fg/L) (kg/day) Conc (Fg/L) L oad (kg/day) (kg/day)
Cu (diss) 13 0.25 13 0.25 0
Cu (total) 0.7 0.014 0.7 0.014 0
H+ (pH) 0.00090 0.000018 0.00090 0.000018 0

Table 5B Endless Chain Mine basin (non-point source) - Sample point: SCUHR000.38
Bankfull discharge = 13.5 cfs

Existing Conc | Existing Load Nat Back Nat Back Human-Caused L oad|
Parameter (Fg/L) (kg/day) Conc (Fg/L) L oad (kg/day) (kg/day)
Cu (diss) 13 0.43 13 0.43 0
Cu (total) 0.7 0.023 0.7 0.023 0
H+ (pH) 0.00000032 | 0.000000011 0.00090 0.000000011 0

Table 5C Upper Harshaw basin (non-point source) - Sample point: SCHRC0013.63
Bankfull discharge= 27.1 cfs

Existing Conc | Existing Load Nat Back Nat Back Human-Caused L oad|
Parameter (Fg/L) (kg/day) Conc (Fg/L) L oad (kg/day) (kg/day)
Cu (diss) 157 10.4 13 0.86 9.5
Cu (total) 9.4 0.62 0.7 0.046 0.58
H+ (pH) 0.000013 0.00000088 0.00090 0.00000088 0

Table 5D Spring (non-point source) - Sample point: SCHRC0011.56
Baseflow discharge = 0.75 cfs

Parameter Existing Conc (Fg/L) Existing L oad (kg/day)
Cu (diss) 11 0.02

Cu (total) 211 0.39

H+ (pH) 0.00000061 0.0000000010

Table 5E Middle Harshaw basin (non-point source) - Sample point: SCHRC0011.56
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Bankfull discharge = 74.9 cfs

Existing Conc | Existing Load Nat Back Nat Back Human-Caused L oad|
Parameter (Fg/L) (kg/day) Conc (Fg/L) L oad (kg/day) (kg/day)
Cu (diss) 38 7 13 2.4 4.6
Cu (total) 201 37 0.7 0.13 37
H+ (pH) 0.00000010 | 0.000000018 0.00090 0.000000018 0
6.3 Margin of Safety

6.3.1 Explicit Margin of Safety

This TMDL has been calculated based on real |oads at baseflow and simulated |oads at a
higher flow with areturninterval of two years.

The precision of measurement of the parameters of concern is plus or minus 5% (personal
communicationwith ArizonaDepartment of Health Services, StateL aboratory). Anexplicit
margin of safety of 5% was applied to the TMDL to account for this error.

An additional explicit margin of safety of 15% was applied to account for:

C
C

The lack of characterization of many of the minor sources in the subject basin;

Thepotential for unidentified sourcesto contributepol lutant |oadsor identified sources
to provide larger loads than anticipated; and

Themodeling for the project assumes homogeneous rainfall across the entire subject
basin. However, precipitation events can occur in portions of the watershed with other
portionsreceiving none and thereby resulting in runoff patternsand stream discharges
different from those modeled.

Thetotal explicit margin of safety used is 20% of the load capacity.
6.3.2 Implicit Margin of Safety
A non-quantifiable implicit margin of safety was applied through:

C

Not allocating additional loading when capacity was available. When the existing load
for a stream segment was less than the load capacity; i.e., standards are not being
exceeded, instead of using the difference between load capacity and existing loading
as additional allowable load, ADEQ chose not to allow any additional loading. This
was done for several reasons:

< Evenif one or more segments meet standards, the stream reach as awhole does
not necessarily meet standards; therefore, additional loading was not alocated.

< Toadlow for non-quantifiable errors in modeling methodology.

< Toadlow for future sources. Thisalowance is not required by law, but neither is
it prohibited. (Future sourcesaremost likely to taketheform of additional loading
caused by the exposure of "fresh” mineralized material to runoff.)

Use of conservative modeling assumptions, for example:

< "The assumption of steady concentrations may overestimate loading
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because most chemical analyses arefor samples collected at relatively
low flows, and thus potentially represent higher concentrations,
compared to the event average flows used to calculate loading."
(HGC's Task 4 report, p. 35)

< Themodel assumes conservative mixing and does not account for physical and
chemical processes occurring instream that may reduce concentrations between
sample points.

6.4 Allocationsand TMDL

The instream water quality in the subject waterbodies is such that loads need to be reduced in
order to meet standards. The following TMDLSs and associated allocations are set at levels
adequate to result in the attainment of applicable water quality standards.

6.4.1 TMDL Calculations
The TMDL is represented by the a mathematical equation:
TMDL =3WLA + 3LA + MOS + Natural Background, where:

WLA isthe wasteload allocation consisting of loads from point sources (not used in
this phase of the TMDL),

L A istheload allocation consisting of non-point source loads, and

MOS isaMargin of Safety which servesto address uncertainties in the analysis and
the natural system.

In order to increase clarity, ADEQ has chosen to break out Natural Background fromthe
LA astheloading due to natural background sources.

Therearecurrently no NPDES-permitted point sourcesidentified in the subject watershed;
however, ADEQ plansto conduct adetailed survey to determineif any point sources exist
as part of alater phase of the subject TMDL. Thefina TMDLsset for the pollutantsin the
listed portion of Harshaw Creek will not change solely if asource currently considered to
be nonpoint source is later determined to be a point source. With respect to the TMDL
eguation, the only change that would be made in this event would be the movement of a
load from the load allocation column to the wastel oad all ocation column.

In thisfirst phase of the TMDL, loads at each sample point include the upstream loads. In
later phases of thisTMDL, ADEQ may elect to break out the upstream |oad from each |oad
when enough data has been collected to allow more accurate accounting for instream
physical and chemical processessuchas: dilution; reactionswith other inputs; precipitation;
binding or reacting with sediments. Additionally, load all ocations might be calculated for
discrete sources.

Theapplication of the extrapol ation factor to the natural background measurementsismost
accurateat the point of collection. When the natural background load cal cul ated at the point
of collection is applied to other sample points, apparent inconsistencies in mass balance
may occur, such asthe measured |oad being lessthan the estimated background load. This
occurs because the model assumes conservative mixing and does not account for physical
and chemical processes that reduce instream concentrations between the background and
the downstream sample points. These processes, which include dilution with discharging
ground water or other surface flows, precipitation of metal hydroxides from streamflow,
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and metal adsorption to stream sediment, are too complicated to be practically modeled at
the watershed scale without detailed flow measurements and chemical information for
water and sediment.

ADEQ does not consider this primafacie evidence of aneed for site specific standards. In
later phasesof thisTMDL, ADEQ will collect necessary datato further characterize natural
background.

Tables 6A - 6E summarize the values needed to calcul ate the load allocations and display
the load alocations, TMDL s and the |oad reductions necessary to meet the TMDLS. The
calculation of the load allocations are completed in accordance with the conditions
displayed in Figure 5. The “load condition” column in tables 6A - 6E corresponds to the
numbers along the bottom of Figure 5. Unless otherwise specified, all thetablesare ordered
by source. All units s are kg/day.
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FErxample Load (kg day)

Figure 5
Possible Load Conditions
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Tables 6A - 6E: Calculating Load Allocationsand TMDL s

Table 6A Natural Background (non-point source) - Sample point: SCUHR000.56

Bankfull discharge = 8 cfs

Load Cond Load MOS Nat Back Load | Human-Caused Load TMDL Load
Par ameter (Fig5) Capacity (kg/day) (kg/day) L oad (kg/day) Allocation (kg/day) Reduction
(kg/day) (kg/day) (kg/day)
Cu (diss) 0.2 0.039 0.25 0 0 0.25 0
Cu (total) 9.8 2 0.014 0 0 2 0
H+ (pH) 0.0000063 | 0.0000013 0.000018 0 0 0.000018 0
Table 6B Endless Chain Mine basin (non-point source) - Sample point: SCUHR000.38
Bankfull discharge = 13.5 cfs. Existing dissolved copper load is due to natural background; therefore, no load reduction.
Load Cond Load MOS Nat Back Load | Human-Caused Load TMDL Load
Parameter (Fig5) Capacity (kg/day) (kg/day) L oad (kg/day) Allocation (kg/day) Reduction
(kg/day) (kg/day) (kg/day)
Cu (diss) 0.21 0.042 0.43 0 0 0.43 0
Cu (total) 17 3.3 0.023 0 0 3.3 0
H+ (pH) 0.000011 | 0.0000021 0.000000011 0 0.0000021 0
Table 6C Upper Harshaw basin (non-point source) - Sample point: SCHRC0013.63
Bankfull discharge = 27.1 cfs
Load Cond Load MOS Nat Back Load | Human-Caused Load TMDL Load
Parameter (Fig5) Capacity (kg/day) (kg/day) L oad (kg/day) Allocation (kg/day) Reduction
(kg/day) (kg/day) (kg/day)
Cu (diss) 0.65 0.13 0.86 9.5 0 0.65 9.6
Cu (total) 33 6.6 0.046 0.58 0.58 7.3 0
H+ (pH) 0.000021 | 0.0000042 0.00000088 0 0 0.0000051
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Table 6D Spring (non-point source) - Sample point: SCHRCO0011.56.
Baseflow discharge = 0.75 cfs. No natural background load applicable at this sample point at this discharge.

Load Cond L oad MOS Nat Back Load | Human-Caused L oad TMDL L oad
Parameter (Fig5) Capacity (kg/day) (kg/day) L oad (kg/day) Allocation (kg/day) Reduction
(kg/day) (kg/day) (kg/day)
Cu (diss) 2 0.16 0.032 0 0.02 0.02 0.052 0
Cu (total) 2 0.92 0.18 0.39 0.39 0.57 0
H+ (pH) 2 0.00000059 | 0.00000010 0 0.0000000010 0.0000000010 0.00000012 0
Table 6E Middle Harshaw basin (non-point source) - Sample point: SCHRC0011.56
Bankfull discharge = 74.9 cfs
L oad L oad MOS Nat Back Load | Human-Cause L oad TMDL L oad
Parameter Cond Capacity | (kg/day) (kg/day) d Load Allocation (kg/day) Reduction
(Fig5) (kg/day) (kg/day) (kg/day) (kg/day)
Cu (diss) 2 16 32 24 4.6 4.6 10 0
Cu (total) 2 92 18 0.13 37 37 55 0
H+ (pH) 1 0.000059 | 0.000012 0.000000018 0 0 0.000012 0
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7.0 IMPLEMENTATION

Thisinvestigation showsthat water quality standardswill be met when the load reductions are achieved which will
result in the TMDLs being met. Thisfirst phase investigation has identified the major sources of pollutant loading
and quantified contributions so that management decisions can be made.

Thetarget conditions for Harshaw Creek are the removal of all mining residue dumps from the streambanks, the
removal of all mine-waste originated sediments from the streambed and the isolation and treatment of all
mining-impacted groundwater discharges(including springs). WhileTM DL cal culationsand valuesmay bedifferent
between pollutants, controlling the exposure of the source material to weathering, treating the runoff and removing
stream sediments from segments where needed, will reduce all the 303[d]-listed pollutants to within standards or
natural background levels.

With the exception of Trench Camp Mine owned by Asarco, the pollutant sources in the subject basin are all on
Coronado National Forest land. Abandoned minesrepresent significant technical, legal, and monetary challenges
in designing and implementing remedial measures. USFS has a duty to apply for NPDES permits for both active
and abandoned mines, on lands under their control, with potential to discharge to surface waters. Such permits
would address discharges to surface water from mining haul roads, mine tailing and waste rock piles, and other
mining-related facilities. The U.S. Forest Service has a program using CERCLA-driven actions to support
remediation of sites causing harm to the ecosystem. This has not been instituted in the subject basin, but isbeing
considered by the Coronado National Forest. 1f USFS addresses problemsat any of these sitesthrough CERCLA,
or any other remediation program, specific permits may not be necessary; however, the requirements normally
established through a permit are still required to be met.

ADEQ hasdividedthepollutant sourcesinto categoriesbased upon possi bl eremediation strategies. Thesesuggested
strategies are general. Responsible parties must undertake site specific studies before selection, design, and
implementation of aremediation method can be accomplished.

1. Mining residue dumps can be remediated by

a.  Removing the material and either hauling to an active minefor processing with ore, or using the material
to fill the abandoned mine works.

b. Leavingthe material in place and preventing impacted runoff from reaching the stream. (This has been
accomplished fairly successfully by Asarco at Trench Camp Mine.)

2. Combiningimpacted stream sedimentswith themining residuedump material and an acid neutralizing material;
e.g., limestone or portland cement, for remediation.

As previoudly stated, the USGS (personal comm, Floyd Gray, USGS, 5/31/02) has concluded that in addition to
mine dump erosion, the accumulation of depositsin the streambed resulting from the evaporation of runoff from
abandoned mine sites and discharge from mining-impacted springs is another large contributor to degraded
streamflow when re-dissol ved during storm events. ADEQ has not made linkages between the spring dischargeinto
the subject stream and aspecific mine. Treatment of discharges, for example, through aartificial wetlands hasbeen
successfully done elsewhere and would reduce the pollutant loadings.

The second phase investigation will:

C  Further develop the characterization of natural background versus human-caused |oads;

C  Further characterize sources;

C Require NPDES permits for point source discharges;

C Refineload allocations, possibly reclassifying some of the load allocations to wastel oad alocations; and

C Initiate formation of awatershed group focused towards implementation.

ADEQ will pursue collaboration with the USGS to continue its watershed studies in this area, including support
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for flow and pollutant sampling. ADEQ may conduct additional sampling when climate conditions change from
drought to a wetter pattern.

HGC's Model Development Report summary includes several suggestions that should be performed as part of a
second phase investigation: "[W]ork that could be undertaken to improve the basis for modeling includes the
following:

C Installation and monitoring of precipitation gaugesto determinerainfall intensities and site-specific
daily rainfall for comparison with National Weather Service data,

C Development and continuous monitoring of stream gauging stations for measuring complete runoff
hydrographs, and

C  Synchronous collection of water quality samples at several locations over the duration of a complete
runoff event to determine concentration as a function of location and discharge.”

In sum, achieving the target conditions will reduce the human-caused loads to within standards. Additional
monitoring and investigation will further develop ADEQ's understanding of loading due to natural background
causing exceedences and where and when this might happen.

8.0PUBLIC PARTICIPATION AND RESPONSIVENESS SUMMARY

Development of the Harshaw Creek TMDL included public participation in accordance with 40 CFR Parts 25 &
130.7. Public participationincluded review and input from stakehol der groups. Multiple presentations and meetings
were held by the ADEQ in 1997 and 2001. These meetings were attended by owners/operators of mining sites,
property owners; environmental groups; representatives of local, state, and federal agencies; and other interested
members of the public. Written documentation of public participationison filewith ADEQ's Hydrol ogic Support
and Assessment Section, located at 1110 W. Washington Street, 5th Floor, Phoenix, Arizona 85007.

Additionally, ADEQ released adraft of thisreport in December, 2001. Response to this document revealed ADEQ
should:

C Moreclearly explain the concentration extrapol ation methodol ogy.
C Clarify itsunderstanding of natural background conditions.
C Clearly show the linkages between sample sites and sources.

Considering this concerns and the fact that recently approved changesin Arizona surface water quality standards
would affect the study, ADEQ rewrote this TMDL report and is releasing this second draft for comments.
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APPENDI X A - Data Collection
Sample Sites

Figure 3 isamap of the subject basin with sample site locations. Sample sites were selected to permit meeting of
project goals. ADEQ has devel oped a system of surface water sample point 1.D.s:

SiteID: bbsssddd.d bb = basin ("SC" is the Santa Cruz River); sss = stream code (e.g.: "HRC" for Harshaw
Creek); ddd.dd = distance from stream mouth in stream miles along the stream channel as
measured on U. S. Geologica Survey mapsin ascale of 1:24,000.

Sample points are listed in order from most upstream to most downstream. Where appropriate, tributary sample
points are inserted between the sample points bracketing the mouth of the tributary. Complete locational data
including latitude, longitude, UTM, or HUC, isstored in the project filesin tabular format and availablefor the cost
of copying from ADEQ.

SCUHR000.56 Endless Chain Mine tributary - upstream from Endless Chain Mine and mill site. Natural
background.

SCUHRO000.38 Endless Chain Mine tributary - upstream from Endless Chain Mine, downstream from Endless
Chain Mine mill site.

SCHRCO013.63 Harshaw Creek - Downstream from mouth of Endless Chain Mine tributary.

SCHRCO011.56 Harshaw Creek - Approximate midpoint of 50 foot long spring-fed reach. Downstream end of
listed reach.

Sample Collection Procedures and Equipment

Thetargeted parameters are those for which each stream is considered impaired as reported on the 303[d] List.
Tributaries were monitored for the listed parameters of the downstream waters.

ADEQfollowed the current USEPA -approved Quality Assurance Project Plan (QAPP) (May, 1991) and the ADEQ
Fixed Station Network Procedures Manual derived from the QAPP. These contain the sampling techniques ADEQ
isrequired to follow and which were followed as part of this project.

Commenters have suggested that ADEQ should follow EPA Method 1669, “Sampling Ambient Water for
Determination of Trace Metals at EPA Water Quality CriteriaLevels’, EPA 821-R-95034 (1995) when collecting
metals data. Method 1669 states: "This method is not intended for determination of metals at concentrations
normally foundintreated and untreated dischargesfromindustrial facilities. Existingregulations(40 CFRparts
400-500) typically limit concentrationsto the mid to high part-per-billion (ppb) range, whereas ambient metals
concentrations are normally in the low part-per-trillion (ppt) to low ppb range.”

Dueto the heavy mining and ore processing activity in the subject basins, the concentrations of thelisted metalsare
inthe high pare-per-trillion range. Therelevant standardsfor the subject streams are within the detectionslimitsfor
standard EPA methods as opposed to the specialized 1600-series methods.

Therewereinstanceswhereresultsfor dissolved metal saregreater than thosefor total metal swhich raised questions
about the validity of thereported data. The dissolved concentrations are larger than the total concentrations dueto
rounding in reporting and because some samples were diluted due to matrix interference (personal comm, Carie
Wilson, Bolin Laboratories, January 23, 1998). Conversations with ADEQ'’ s QA/QC Unit and the laboratory staff
determined that the datais still valid.

Field M easurements and Equipment

Field water quality data was obtained with a Hydrolab Surveyor. These measurements are:
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water temperature (EC)
dissolved oxygen (mg/L & % saturation)

specific conductance (Umhos)

OO O O

pH (afield measurement due to holding time of 15 minutes)

Other field measurements:
C  Airtemperature (EC)

C  FlowwitheitheraMarsh-McBirney current velocity meter or, in casesof very low or very high discharge, aflow
measurement was not possible and an estimate was made by field personnel.

C A hand-held Global Positioning System (GPS) receiver was used to |ocate sample sites.

All field measurements and observations were recorded on field sheets. All sites were photographed during each
vigit.

Laboratoriesand Analytical M ethods

ADEQ isrequired (A.A.C. R18-11-111) to use an approved analytical method and alaboratory that islicensed by
the Arizona Department of Health Services (DHS). For the subject waterbodies, ADEQ used the DHS |aboratory
and Bolin, aDHS-licensed |aboratory.

Bolin Laboratories, Inc. Arizona State Health Laboratory
1763 N. 25th Avenue 1520 W. Adams
Phoenix, Arizona 85023 Phoenix, Arizona 85007

Hardnessdataisnecessary to eval uatethe metal sdatabecause surfacewater quality standardsfor certain parameters
change because toxicity varies with hardness. The higher the hardness, the lower the toxicity . EPA guidance and
Arizona ssurfacewater quality standards bracket the hardnessvaluesfrom 25 mg/L t0400 mg/L asCaCO,. Further
study is needed to determine whether the hardness equations for these metals hold for ahardness val ues exceeding
400 mg/L asCaCO;. Hardnesswas cal culated from the cal cium and magnesium concentrationsin accordancewith
the " Standard Methods for the Examination of Water and Wastewater”, 19th Edition, 1995.

The laboratory analytical methods were used in this project were:
Tota Ca, Fe, Mg and Zn (total & dissolved): USEPA method 200.7
Copper (total & dissolved): USEPA method 200.9

Quality Control

At least one set of quality control blanks and split samples were collected during each sample event. Split samples
were collected (using an USGS-designed churn splitter) as a check on laboratory accuracy. Thisis a sample split
between two bottle setswhich can reasonably be assumed to beidentical (within 10%) of each other. All splitswere
within acceptabletolerances. "Blanks" were collected to verify the efficacy of field decontamination and equipment
cleanliness.

ADEQ aso split some samples with Asarco as a courtesy to Asarco. These were not part of the project quality
assurance splitsand blankswhichwerecollected at other samplepoints. In oneinstance, zinc wasdetectedin ablank
collected at Asarco’s request, and was determined to be a result of contamination of the rinse water supplied by
DHS. The detected concentrations (in the rinse water) were 20 to 40 Fg/L while the stream concentration was over
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an order of magnitude higher at 470 Fg/L.

Checking all calculations and data entry was done by staff. All field equipment is maintained and calibrated on a
regular basis to ensure valid field measurements. Calibration information is logged in the record book for each
individual instrument.
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APPENDI X B - Calculation of Concentration Extrapolation Factors

Duetothelack of precipitation and the ephemeral nature of the subject stream system, very few samplepointswere
sampled more than once and most measurements were made under baseflow conditions in the spring-fed
(groundwater) reach of this stream. These limited measurements were used as the basis for calculating
(extrapolating) concentrations at higher (bankfull) flows. In order to model |oads under theidentified critical flows
of baseflow and bankfull (high) flow, ameans other than adirect linear relationship was established to calculate an
estimated bankfull flow concentration from the measured low flow concentration at each sample point.

The sample point in the subject stream, with measurements under both runoff and baseflow conditions
(SCHRCO011.56), was identified and those measurements were used to calculate a bankfull concentration
extrapolation factor. Two methods of deriving thisfactor (flow-weighted and average ratio) were developed , but
dueto the presence of only one high-flow data point in the Harshaw study, amathematical averageisnot possible,
therefore a flow-weighted extrapol ation factor was used.

Thebankfull concentration cal cul ated was tested against the measured bankfull concentration at the sample point.
Thegenerally large errors are cause for concern, but when all, including extrapolated, datais plotted against flow,
the general data trend is maintained by the extrapolated data. Therefore, the calculated extrapolation factors are
acceptable. ADEQ intends to conduct additional monitoring in the upper Harshaw Creek basin and will adjust the
TMDL as needed when the additional datais considered.

Thebankfull concentration for each sampl e point was cal cul ated by multiplying the sel ected factor by the measured
baseflow concentration. This extrapolated bankfull concentration is then inserted into the loading model.

The value 0.0024465 is an units adjustment factor to get from Fg/L and cubic feet per second (cfs) to kg/day:
[1.0x10°kg/Fg28.316 L/ft*§ 86400 sec/day] i conc (Fg/L) i flow (ft*/sec) § concentration extrapolation factor,
which works out to:

[0.0024465] x conc x flow x concentration extrapolation factor = load in kg/day

The general relationship, or trend, of the concentrations of each parameter with changes in flow was determined
usinglinear regression. Dueto insufficient data, theresulting “ best-fit” linewasused solely asan indicator of general
direction of change; i.e., increasing or decreasing, with increasing discharge.

The following extrapolation factors were calculated for Harshaw Creek; the accompanying tables, formulae,
examples and the logic behind the selection of each factor are explained below.

Hard: 0.704 (137% error)

H+: 0531 (1% error)

(H* concentration in mg/L = 100PH) x 1000)
Cu (dissolved): 253 (25% error)

Cu (total): 0.14 (85% error)
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The following are the formulae used to calculate flow extrapolation factors. The absolute value of the calculated
extrapolation factor is used:

Parameter (weightedfactor) =
3(Hiqh Flow Conc x High Flow Discharge) _ 3(Low Flow Conc x L ow Flow Discharge)
3Hiqh Flow Discharge 3Low Flow Discharge

3( Low Flow Concentration x Low Flow Discharge)

3Low Flow Discharge

Par ameter (weightedcalc) = Parameter(weightedfactor) x Parameter(low flow average)

Parameter (weightederror) = (Parameter(meas) - Parameter(weightedcalc)) + Parameter(meas)

The aver age ratio was not used for the reason given above, but the formulais provided here:

Parameter (avgfactor) = average of Parameter(high flow) + average of Parameter(low flow)

Par ameter (avgcal c) = Parameter(avgfactor) x Parameter(low flow average)

Parameter (avgerror) = (Parameter(meas) - Parameter(weightedcalc)) + Parameter(meas)

Average Error of each stream is calculated using the absolute value of each individual error.
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Hardness (Other parameter s calculated by same method)

Hardnessiscal cul ated from cal cium and magnesium in unitsof mg/L as CaCO;. When hardnessisused to cal cul ate
standardsfor certain metal s, the hardnessisalwaysthe cal culated val ue or 400 mg/L, whichever isless. For example,
acalculated hardness of 2666 isnot used to calculate a standard, instead 400 is used to calculate the standard, but
acalculated hardness of 208 is used to calculate the standard. (A.A.C. Title 18, Chapter 11, Article 1, Appendix A).

In the Harshaw basin, hardness tends to decrease as discharge increases.. Due to the lack of data, it isdifficult to
determine the accuracy of the extrapolation from baseflow to high flow. The following tables and formulae were
developed to determine the concentration extrapolation factor.

Hard Hard Hard
Discharge Hard (weighted | (weighted | (weighted
SitelD Date (cfs) Flow (meas) factor) calc) eror)
SCHRCO011.56 | 12/04/97 |0.15 base 1777 0.704 1053
SCHRCO011.56 | 06/02/98 |0.17 base 1025
SCHRCO011.56 | 02/03/98 |0.21 base 1687
SCHRC011.56 | 03/31/98 ]1.87 high 444 137%

concentration extrapolation factor =
444 _ (1777 x0.15) + (1025 x 0.17) + (1687 x 0.21)
(0.15+0.17+0.21) = 0.704
(1777 x 0.15) + (1025 x 0.17) + (1687 x 0.21)
(0.15+0.17+0.21)

Har d(weightedcalc) = Hard(weightedfactor) * Hard(low flow average) =
0.704 x {(1777+1025 + 1687) + 3} =1053 mg/L

Hard(weightederror) = (Hard(meas) - Hard(weightedcalc)) / Hard(meas) = (444 - 1053) / 444 =137 % error

Theavailabledataisinsufficient to determinearel ationship between discharge and hardness on Harshaw Creek, but
there appearsto be avery dight tendency towards a decrease in hardness with an increase in flow. The large error
(137%) iscausefor concern, but when all, including extrapol ated, datais plotted against flow, the general datatrend
is maintained by the extrapolated data. Therefore, the extrapolation factor of 0.704 is acceptable. ADEQ intendsto
conduct additional monitoring in the upper Harshaw Creek basin and will adjust the TMDL as needed when the
additional datais considered.
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